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Technical Data Sheet

QX1100
Specification i R Z%
Construction Area Weight Tolerance Remark
% HALTH AR R &,g/m? PRETEH, % B
0 Roving:E-GLass F.f1
0 283 *5.0 1200-386H
0 Roving:E-GlLass Ef1
+45 251 5.0 300-386H
o Roving:E-GLass Ef
90 283 £5.0 T
o Roving:E-GLass F. A1
-45 251 5.0 300-386H
Mat f2 V]2 - -
Stitching 4% 25 10 +5.0 Polyester 83D/36F
Total Area Weight
SR U 1078 +5.0
Stitch Gauge %1% J%: 6Gauge/25mm Stitch style £%: 10-12
Stitch length 4&4s K Z2: 2.78mm Loss on Ignition AI AP & & 0.5%~4.0%
Moisture Content & 7/K%: <0.2% Width $&fE: +10mm

Packing 3%

Product is manufactured in form of a roll wound on a paper tube and then packed in a plastic film and placed
within woven bag on pallet. /=4 rF=i & T 4008 L, ARG AERIERALE, B THRIUSH, RAFTLEE.
Above package is standard one, any other package style is negotiable by both of us. o2 A — ik, sy
AT HH R 75 077 B 7 17 A

Storage "%

It is recommended that the fiber glass are stored in a cool and dry environment. Recommended temperature
range of storage is between 10 ~ 30°C and relative humidity between 50 ~ 75%. The fiber glass should remain
in the packaging until just prior to use.
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7¥ Remark: Other specification is available upon request LL_FZ¥0iV % Btk £ 41 7= i B — s e, xF T IERE
B, BRI NTE.




